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[CONNECTORS & STATUS LEDs

[DRIVER INSTALLATION |

RS-232 Pin Assignments:

DB 9F RS-232 Cable Wiring
DB9 [ Rs232 Device
9 Pin Serial Connector 1 DCD 1 DbCD
5 1 Pin Signal Pin signal| |2 ~XP —— 2 RXD
s s 1 DCD 6 DSR 3 DO s o
?°°°°°? 4 DTR 4 DTR
2 RXD 7 RIS 5 GND>< 5 GND
9 6 3 TXD 8 CTS 6 DSR 6 DSR
4 DTR 9 RI 7 RTS >< 7 RTS
5 GND 8 CTS 8 CTS
USB 2.0 A-Plug:
USB-A plug
——2 Pin Signal Pin Signal
:\ 1 VCC 3 DATA+
L S B 2 DATA- 4 GND

Status LEDs:

o TXD

[HARDWARE INSTALLATION

Because there are large differences between PCs, we can give you only a general installation guide.
Please refer your computers reference manual whenever in doubt.

1. Connect the EX-1311-2T USB to the USB A-Port at the your PC.

2. If you would like to screw the serial cable to the 9 Pin connector of the EX-1311-2T, then unscrew
the screws (see Picture 1) and screw the supplied hexagon nuts into the holes on the EX-1311-
2T (see Picture 2). Now you can attach the serial cable to the EX-1311-2T.

Remove the Screws

Insert the Hexagon Nuts

(@

Picture 1 Picture 2

3. When you are ready you can start your PC and continue with the point ,Driver Installation”.

Windows

After the hardware installation Windows will recognize the device automatically and install the
drivers. If the driver shoul not be installed automatically, please download the driver from our
homepage (www.exsys.de / www.exsys.ch) first. Now select the folder with your operating system
and install the driver. Follow the hardware assistant and finish the installation.
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Important! Restart your PC in any case after installing the drivers.

CHECK INSTALLED DRIVER

Open the >Device manager<. Now you should see at ,Ports (COM & LPT)* and ,USB-
Controller” the following new entry:

4§ USB-Controller
- § Standard OpenHCD USB-Heostcontroller
i Standard OpenHCD USB-Hostcontroller
§ Standard OpenHCD USB-Heostcontroller
§ Standard OpenHCD USB-Hostcontroller
§ Standard OpenHCD USB-Hostcontroller
- g Standard PCl-zu-USB erweiterter Hostcontroller

- i§_Standard PCl-zu-USB erweiterter Hostcontroller
§ USB Serial Converter
¥ USB-Root-Hub

- g USB-Root-Hub

4T3 Anschlisse (COM & LPT)

F Kommunikationsanschluss (COML)
%" USB Serial Port (COM4)

If you see this or a similar information the device is installed correctly.

[CLEANING |

To clean the unit, use only a dry, lint-free cloth and apply light pressure to remove dirt.Be
careful not to leave any fibres of the cloth in the connector area.
Never use a damp or wet cloth for cleaning!
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Status LED

USB 2.0 A-Stecker

—
zum Anschluss an PC

9 Pin Buchse

9 Pin Adapter
Seriell RS-232

DB9m - DB9m

[BESCHREIBUNG & TECHNISCHE DATEN

Das USB-2.0 zu RS-232 Kabel mit A-Stecker bietet einen seriellen RS-232-UART-16C550-
Ausgang mit hoher Leistung. Es unterstiitzt einen erweiterten Temperaturbereich von -40 °C bis
+85 °C. Es wurde entwickelt, um Uber einen USB-1.1-, 2.0- oder 3.2 Gen 1 Bus einen weiteren
seriellen Ausgang fir PCs, kleine Workstations oder Server bereitzustellen. Dank der einfachen
Installation muss der Computer nicht geéffnet werden, und das EX-1311-2T kann bei laufendem
Betrieb installiert werden. Im Lieferumfang enthalten sind ein DB9m zu DB9m Adapter sowie zwei
Muttern, mit denen die Réndelschrauben bei Bedarf problemlos ersetzt werden kénnen, falls das
anzuschlieRende Kabel mit Schrauben befestigt ist.

Kompatibilitét: usB 1.1, 2.0,3.0,3.1,3.2

Betriebssysteme: Windows 9.x / ME /2000 / XP / Vista /7 /8.x/ 10/ 11/ Server 20xx /
Linux / MAC
Anschliisse: 1x USB 2.0 A-Stecker, 1x 9 Pin Buchse Seriell RS-232

Lieferumfang: EX-1311-2T, DB9 Miniadapter, 2x Sechskantmuttern, Anleitung
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[ANSCHLUSSE & STATUS LEDs

[TREIBER INSTALLATION |

RS-232 Pin Assignments:

DB 9F RS-232 Cable Wiring
DB9 [ Rs232 Device
9 Pin Serial Connector 1 DCD 1 DbCD
5 1 Pin Signal Pin signal| |2 ~XP —— 2 RXD
s s 1 DCD 6 DSR 3 DO s o
?°°°°°? 4 DTR 4 DTR
2 RXD 7 RIS 5 GND>< 5 GND
9 6 3 TXD 8 CTS 6 DSR 6 DSR
4 DTR 9 RI 7 RTS >< 7 RTS
5 GND 8 CTS 8 CTS
USB 2.0 A-Plug:
USB-A plug
——2 Pin Signal Pin Signal
:\ 1 VCC 3 DATA+
L S B 2 DATA- 4 GND

Status LEDs:

= TXD

[HARDWARE INSTALLATION

Da sich die Bauweise von Computern stark unterscheiden, werden hier nur allgemeine
Installationshinweise gegeben. Im Zweifelsfall schlagen Sie bitte im Handbuch Ihres Computers
nach.

1.  SchlieBen Sie den EX-1311-2T an eine USB A-Buchse lhres PC's an.

2. Falls Sie das serielle Kabel mit dem 9 Pin Anschluss des EX-1311-2T verschrauben mdéchten,
dann schrauben Sie nun die Réndelschrauben heraus (siehe Abbildung 1) und schrauben Sie
hierfiir die mitgelieferten Sechskantmuttern in die Locher des EX-1311-2T ein (siehe Abbildung
2). Nun kénnen Sie das serielle Kabel an den EX-1311-2T befestigen.

Entfernen der Randelschrauben Einsetzen der Sechskantmuttern

(@

Windows

Nach Abschluss der Hardwareinstallation erkennt das Betriebssystem automatisch den Adapter
und installiert diesen! Falls die Treiber nicht automatisch installiert werden sollten, laden Sie bitte
als erstes den Treiber auf unserer Homepage (www.exsys.de / www.exsys.ch) herunter. Nun
wahlen Sie den Ordner lhres Betriebssystems aus und installieren Sie die Treiber. Folgen Sie den
Installationsanweisungen und schlieRen Sie die Installation ab.

Wichtig! Starten Sie Ihren PC nach der Installation neu.

UBERPRUFEN DES INSTALLIERTEN TREIBERS
Offnen Sie den >Gerite-Manager<. Jetzt miissten Sie unter ,Anschliisse (COM & LPT)" und
unter ,USB-Controller” folgenden Eintrag sehen:

4§ USB-Controller
- § Standard OpenHCD USB-Heostcontroller
i Standard OpenHCD USB-Hostcontroller
§ Standard OpenHCD USB-Heostcontroller
§ Standard OpenHCD USB-Hostcontroller
§ Standard OpenHCD USB-Hostcontroller
@ Stendard PCl-zu-USB erweiterter Hostcontroller

Standard PCl-zu-USB erweiterter Hostcontroller
§ USB Serial Converter
USB-Root-Hub

- g USB-Root-Hub

4T3 Anschlisse (COM & LPT)

T2 Kommunikationsanschluss (COML)
“| 73 USB Serial Port (COMM4)

Ist dieser oder ein @hnlicher Eintrag vorhanden, ist die EX-1311-2T richtig installiert.

[REINIGUNG |

Zur Reinigung des Gerates verwenden Sie bitte ausschlieRlich ein trockenes nicht faserndes
Tuch und entfernen Sie die Verschmutzung mit leichtem Druck. Im Bereich der Anschliisse bitte
darauf Achten, dass keine Fasern des Tuchs in der Buchse hinterlassen werden. Verwenden Sie
bitte zu Reinigung in keinem Fall ein feuchtes oder nasses Tuch!
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[LAYOUT

Status LED

I ’ P USB 2.0 A-Port for
y

T PC connection

9-pin adapter
B9m - DBO9m

9-pin serial RS-232
connector

[DESCRIPTION & TECNICAL INFORMATION

The USB 2.0 to RS-232 cable with an A-type connector provides a high-performance RS-232
UART 16C550 serial output. It supports an extended temperature range of -40 °C to +85 °C. It
has been designed to provide an additional serial output for PCs, small workstations or servers
via a USB 1.1, 2.0 or 3.2 Gen 1 bus. Thanks to its simple installation, there is no need to open
the computer, and the EX-1311-2T can be installed whilst the system is running. The package
includes a DB9m to DB9m adapter and two hexagon nuts, which can be used to easily replace
the knurled screws if necessary, should the cable to be connected be secured with screws.

Compatibility: UsB 1.1, 2.0, 3.0, 3.1, 3.2

Operating Systems: ~ Windows 9.x / ME / 2000/ XP / Vista /7 / 8.x/ 10/ 11/ Server 20xx /
Linux / MAC

1x USB-A connector, 1x 9-pin serial RS-232 connector

EX-1311-2T, DB9 Miniadapter, 2x Hexagon Nuts, Manual

Connectors:
Extent of delivery:
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